(\r

e Bird-X Lasers
NEW! Indoor & Outdoor LASERS

— Remote controlled Fat Beam technology
safely frightens birds away

Laser beams are well-documented to chase away pest birds.
The beam seeks out their roosting-spots, alarming and
confusing them, causing them to flee. New laser
technology in convenient, economically-sized units for
smaller areas. Now available for outdoor use also (stake or
bracket mount) to deter roosting birds, geese on ponds, etc.

« 1-5 milliwatt Tri-colored fat-beam laser power (yellow, green, red)

. State-of-the-art, fully registered, consumer-safe devices

Model #'s:

« Works day and night: laser beams constantly change pattern " e

and location to prevent acclimation e BX-LASER-OUT
« REMOTE CONTROLLED for safety and
convenience; includes optional timer @W
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Specifications next page

Pest control for today’s environment

Bird-X, Inc.

300 N Oakley Blvd., Chicago IL 60612
Toll Free: 800.662.5021

Fax: 312.226.2480

bird-x.com
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e Bird-X Lasers

Indoor Laser Specs:

« Product Dimensions: 10" x 9" x 5"

+ Weight: 3.31 Ibs/1.5 kg

« Laser Power: Red: 650nm100mW, Green: 532nm50mW
« Unit Power: ImW RED+1mW GREEN

« Laser Color: Red + Green

« Power: AC 100v-240v, at 50/60Hz

« Electric Current: 100mA

« Classification: 3R

* Fuse: 2A

» Housing: Casting aluminium

» Beam Divergence: 60°

» Operating Temperature: 32-104°F/0-40°C
«» Safe Temperature for Use: 32-95°F/0-35°C

Outdoor Laser Specs:

« Product Dimensions: 10" x 10" x 8"

+ Weight: 3.31 Ibs/1.5 kg

« Laser Power: Red: 650nm100mW, Green: 532nm50mW
« Unit Power: ImW RED+1mW GREEN

« Laser Color: Red + Green

« Power: AC 100v-240v, at 50/60Hz

« Electric Current: 100mA

« Classification: 3R

*Fuse: 2A

» Housing: Casting aluminium

» Beam Divergence: 60°

» Operating Temperature: -68-104°F/-20-40°C
« Safe Temperature for Use: -50-95°F/-10-35°C




